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STATE OF UTAH D. O T.

SPECI FI CATI ON: PTVAN 77.0S DATE: 8/ /98

SPECI FI CATI ONS FOR THE PURCHASE OF TWO PARATRANSI T VANS EQUI PPED W TH
WHEELCHAI R LI FT, SPACES FOR 1 WHEELCHAI R PASSENGER AND SEATI NG FOR 8
AVBULATORY PASSENGERS. TO BE FI BERGLASS AND / OR STEEL CONSTRUCTI ON BODY
ON 10, 500 LB. (4763 Kilograms) G V.W CHASSI S.

APPLI| CATI ON

This vehicle will operate on elevations not |ess than 4,200 feet
(1,280 Meters) to not nore than 10,000 feet (3048 Meters) above sea
| evel . Tenperature will vary from below zero (0) degrees fahrenheit (-

17.8 degress celius) during winter to above 100 degrees fahrenheit (37.8
degress celsius) in sumrer. Environnental conditions are harsh winters
produci ng sustai ned peri ods of snow, ice, strong wi nds and heavily salted
(repetitive) road surfaces. Sumrers are hot and dry with occasional
periods of slight to heavy rain and hail, acconpanied with thunder,
lightning and driven by wi nds ranging fromlow velocity to 90+ MPH (145
Kph) gusts.

It is intended to purchase a vehicle capable of serving dependably
in this environment, from a manufacturer known for its successful
experi ence and production of the size and type vehicle specified and for
t he application intended.

GENERAL SPECI FI CATI ONS

The van is to be a new unit of current nodel. The equipnent is to
neet the following mnimm specifications, but is not limted as to
features furnished by the manufacturer. The equipnent is to have al
standard features unl ess otherwi se stated in detail specifications bel ow.
The equiprment is to be delivered assenbl ed, serviced, tested and ready
to operate. Al fluids are to be at operating levels and unit to have
a mni num of 10 gall ons (37.85 litres) of fuel

Vehicle and all conponents to be American Made and assenbled in
Armerica as defined by the Transportation Assistance Act of 1982, as
anended, and shall conply with Federal Mtor Vehicle Safety Standards
(FMWVSS) and applicable Uah Departnment of Transportation safety
standards. Features provided specifically for persons with disability
will conply with requirenments of the Americans Wth Disabilities Act of
1990, as anended.

Contract award i s dependent upon proof fromthe manufacturer(s) that
the vehicle finished product (as described within this specification)
will be constructed with American Made Materials (60% as a mnimum and
assenbly of this specified vehicle nmust take place in the United States
of America (USA). Acceptable docunentation of Anrerican Made is a listing
of the specified vehicle conponents and sub-conponents, showi ng origin
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of manufacture and cost. The listing is considered conplete when
donmestic cost of material with respect to the total cost of the finished
ready-to-serve, as-per-specification vehicle equals 60 percent or nore.
Assenbly | ocation nust al so be designated. Conplete (100% assenbly is
restricted to the USA.

In addition, prior to contract award, the Bidder will supply a
manuf acturer(s) self-certification that the vehicle specified for
construction within this docunent will conply with all applicable
Federal Mbtor Vehicle Safety Standards (FMSS) required by | aw.

DETAI L SPECI FI CATI ONS PTVAN 77.0S

Engi ne Gasoline engine, V-8 type, 7.5 litre displacenent or,
V-10 Type, 6.8 litre displacenent, nminimm conplete
with all standard engi ne accessori es.

El ectrical 12-volt heavy duty electrical system including 130
System anp alternator and dual batteries, 885 cca total.

Transm ssi on Automatic transmi ssion with heavy duty external oil
cool er.

Front Axle 4,000 Ib.(1814k) rating with dual action shock
absor bers.

Rear Axle 7,400 Ib.(3357k) rating, dual wheel, with dual action
shock absorbers. Gear ratio to match power train,

approxi mately 4.10: 1.

Br akes Power brake systemwith disc brakes on front and drum
brakes on rear.

Wheel base 138 inch, (3.51m single wheel axle on front, and single
dual wheel axle on rear.

St eeri ng Power steering with tilt wheel.

Tires Seven LT steel-belted radial tires. Size 225/ 75R x15D
al | -season matched to manufacturer's GYW\R and gear ratio
requirements. Spare wheel and tire to be securely

attached to vehicle underbody at rear. Standard wheel
cover (hub cap) to be placed on each vehicle wheel,
except spare.

Fuel Tank Capacity 38-40 gallon (143.8-151.4 litre) single tank.
Mul ti pl e tanks are unacceptabl e.
Cab and Speci al Paratransit package i ncl uding:
Accessori es Dual 2-speed wipers with delay node and washers.

Ri ght and | eft outside mirrors.
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Control s

I nstruments

Saf ety

Ri ght and left convex mrrors nmounted in
combi nation with outside transit mirrors.

Interior safety glass mrror (transit type) to
allowdriver full viewof passengers when seated in
driver's seat.

Driver's sun visor.

Heater, defroster and air conditioner for cab area.
Driver three point seat belt.

Del uxe captain's driver's seat, four corner
anchored to floor, cloth covered with coordinated
col or uphol stery..

Si ngl e pedestal seat type not acceptable.

Rear wi ndow view | ens (Fencel or equal).

Attach to inside of rear wi ndow to allow driver
mexi mum vi ew i mredi at el y behi nd vehi cl e.

Driver's console to be located in front of driver and
i ncl ude:
Heat and air conditioning controls for cab and
body.
Control for all interior lights.
AM FM Conpact Disc (CD) system and controls.
Systemto have 2 front and 2 rear speakers mounted
overhead in corners.
Factory installed cruise control.
Al |l standard engine and exterior light controls.
El ectric passenger door control

Fuel gauge; warning lights for engine tenperature, oi
pressure, brake system speedoneter, warning |light and
buzzer for open emergency exits.

Five Ib. dry chenmical fire extinguisher, 16 unit first
aid kit, triangle warning reflectors in container (to
nmeet FMWSS 125), bionedical kit, all to be nounted in
driver overhed energency stow

encl osure. (Refer to attached floor plan.)

Two webbi ng (safety belt) cutter; single hand grip type.
Back-up alarm dual turn signals and hazard warning
fl ashers. Jack, Lug Wench, and Jack Handle to be
secured to stowage encl osure inside.

Fully body I ength grab bars mounted on ceiling, left and
ri ght above isle passenger seating at conveni ent hei ght
for standi ng passenger grasp.

Vi sual and audi bl e al arm acti vat ed when wheel chair door
is open and transnmission is in gear other than park.
Switch interlock wheelchair 1lift to disallow its
operation when transm ssion is in any gear except Park.
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BODY SPECI FI CATI ONS PTVAN 77.0S

Construction

Di mensi on

Door s

W ndows

Body shall be steel cage/fiberglass or st eel
construction and neet FWSS 220 and 221 requirenents as
a mninmum Overall vehicle length not to exceed 22'0"
(6.7 nmeters).

Interior ceiling and walls shall be FRP, honeyconmb
construction or steel and fiberglass equal.

Fl oor to be covered with R C. A Light Red/white speckle
rubber mat. Steps ribbed and white nosed. All interior
wal ki ng surfaces (including step wells and wheel chair
securenment area) to be slip resistant, in accordance
with ADA Specifications. Body shall be insulated
agai nst weat her and road noi se.

I nside height 75 inches (1.95m mnimumin center isle.
Qutside width 85 inches (2.21m.

St andar d driver entrance door on left si de.
Electrically operated, bi-fold, walk-in passenger door
at right front, not less than 32 x 75 inch (0.8X1.95m
m ni mum cl ear openi ng. Wheel chair entry doubl e door, on
right side rear between wheel well and rear side edge,
shal |l be manual ly operated with automati c hol d open rans
and a handle key I ock. Door opening shall be ADA
approved with di mension of a minimmof 68 inch (1.77m
over head cl earance between lift platformat up position
and top of the door. The wi dth opening shall be 44 inch
(1.14m) mininmum Wheel chair entry equipped with Ricon
ADA specified S2000 or approved -equal, electric
wheel chair lift with 32 inch (0.8m w de platform 48.0
inch (1.25m [Iift total height and two passenger
handrails, parallel mounted at | east 30 inches (0.78m,
but not nore than 38 i nches (0.98m, above lift platform
and capable of supporting 100 |bs. (45.4kg) each; and
al so equi pped with user restraint between handrails.
Lift capacity 800 Ibs. (362.9kg) working and 1200 | bs.
(544. 3kg) static rating. (Note: |ift to operate without
engi ne running.)

W ndows to be tinted, in accordance with U S. D OT.
standards. Stick on or spray on tinting material is not
accept abl e.

M ni mum 3 wi ndows on right and 5 on left. To be transit
type approximately 2 ft.(0.62m x 3ft. (0.94m. There
shall be three push out energency exit w ndows | ocated
one on each side and in rear. Entry doors shall have
w ndows. There shall be fixed w ndows behind right
wi ndshield post and in entry door bul khead to give
driver clear right hand vision.

Roof to have Transpec or approved equal ventilator in
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rear, center roof nopunted, to serve as ventilator and
ener gency exit.

BODY SPECI FI CATI ONS PTVAN 77.0S

Seati ng

St or age

Tenperature

M scel | aneous

To have 1 forward facing wheel chair position equipped
with "Q Straint (four point tie down) nobility aid and
passenger restraint systens, or approved equal
installed at each wheelchair position in accord with
attached fl oor plan, and ADA specifications. Securenent
floor tracks are to be flush floor nounted. There shall
be 3 two-position bench type forward facing seats at
| eft side near md-body, extending to rear wheelchair
posi tion. Two single position seats to be placed
bet ween wheel chair rear position and storage cabinet,
ri ght hand position. Angle grab bars (padded) required
on seats top aisle sides. Al passenger seating to be
heavy duty red vinyl/cloth conbination upholstery with
seat belts. Seat belts retained such that when not in
use, belts will not lay on floor or poised as to be
hazardous or cause injury. Seats to have a m ni mum knee
space of 10.5"(0.27m. Place double junmp seat at
wheel chair position and and single junp seat at position
adjacent to lift, conplete with seat belts.

SEE ATTACHED DRAW NG FOR SEATI NG ARRANGEMENT.

To have 3 enclosed storage areas, two driver overhead
and one floor nounted, wth |ocking doors. Driver
overhead to contain 5 Ib.(2.3k) fire extinguisher
triangular flare kit 16 piece first aid kit and
bi eonedi cal kit, all secured to enclosure deck. Floor
mounted enclosure to extend fromfloor to height of 48
inches (1.22m) having interior with of 8 inches
(20.32cm and unit width fromright bus wall, adjacent
to stairwell, to stanchion. Cover storage areas wth
color-coordinated fabric to prevent contact injury.
St or age doors and wheelchair lift door |ocks to be keyed
sane (one key fits all).

SEE ATTACHED DRAW NG FOR LOCATI ON

Passenger area to have at |east 50,000 BTU hot water
heater and 30,000 BTU air conditioner, mninmm Place
acclimatized air outlets above rear seating in roof.

Step well to be lighted. Step well to have grab rails,
right and left. To have stanchi ons and npdesty panels
on left side of step well. To have |ight over each seat
and done |ight over both passenger entrances. Lift door
entrance to have exterior |anp nmounted center over and
under entrance.

All items of hardware in passenger conpartnent that
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could cause injury shall be covered wth color-
coordi nat ed energy absorbing materi al.

To have mud flaps on all wheel wells. Exit exhaust
tail pipe at vehicle rear beyond outer periphery of
vehi cl e body. Tai | pi pe not to be horizontally | ower
than vehicle body [|owest point. Priority seating

signage placed at front seating (2 position bench)
i mredi ately behind driver (nearest position, left or
right). Sign each wheelchair securenment position,
designating them as such. Signs nust conply with ADA
specification, e.g., color, size, location, etc.

Col or Exterior to be white with light/dark red striping.
Seat covering to be dark red. ABS Floor matting to be
light red and white speckle. Correspondi ng heavy duty
floor mat at driver position.

Warranty Body shall have 75,000 mle (120,750k), five-year
warranty. Chassis and power train shall have standard
manuf acturer warranty.

| NSTRUCTI ONS TO BI DDERS

Bi dders must submit a detail ed quotation and specification sheets.
There nmust be a response to each itemin the U D O T. specifications
above. Bids subnmitted without this information nmay be rejected as non-
responsive.

Bi dders must furnish a statenment that the equi pnment proposed neets

all current Uah State safety regulations. Bids received wthout
executed signature of the attached Buy America certification will be
rej ected.
DELI VERY

Delivery must include dealer's invoice, a copy of warranty and
operators manual for each unit. Delivery nust include MSO application
for title, odoneter statenent, safety inspection and em ssions test for
each unit, and vehicle listing of conponents and subconponents show ng
i ndi vidual cost and percentage made in Anerica. Ower to be shown as
Bet hphage M ssion West, Inc., 1470 North 200 West, Nephi, Utah 84648.
First lien holder to be State ofUtah D.O. T., Program Devel opnment, 4501
South Constitution Blvd., Salt Lake City, Uah 84119-5998. Cont act
G enda Seelos, 801-965-4141, for information about registration
I nvoices will not be approved for paynment until all of the required
docunent ati on has been received.

Delivery is to be F. O B. Uah D.OT., Central Shops
4501 South 2700 West
Salt Lake City, Uah 84119
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For information about delivery or specifications, contact Tumau La"Ulu,
Phone 801-964-4591, FAX 801-965-4551 or US Ml to UDOT, Program
Devel opnent, Box 143600, Salt Lake City, Utah 84114-3600.
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